
MADE IN CANADA
Shipping Worldwide

 Weighs 5 KG (11 LBS) in total

 Height = 18” (45CM)

 Length = 18” (45CM)

 Width = 15”(38CM)

Compact  
ANFO Loader

  www.anfoloaders.com	     905-238-8920	

  info@anfoloaders.com

Visit our website for helpful 
resources such as maintenance 
tips, FAQ’s, and technical support.

DIMENSIONS

FAST LOADING, HIGH DENSITY 
BLASTING AGENT LOADER

 Designed for one-person operation

 Easy to disassemble, reassemble and maintain

 Fast loading, typically 15-20 seconds per hole

 Holds up to 25 Kg (50 lbs) of ANFO blasting agent

 Operating Air Pressure 60-120 PSI

 Strong, rigid design with Stainless Steel Fasteners

 Aluminum Ejector Housing, Body and Control Valve

http://www.anfoloaders.com/


The BEX Compact Anfo 
loader is used to insert low 
cost ANFO blasting agents 
into small holes. The loader 
operates by sucking the 
ANFO out of the plastic 
hopper and loading it 
through an anti-static 
loading by means of a 
rapidly moving air stream.
 
The prills are loaded into 
the hole at a high velocity 
and fracture upon impact, 
resulting in a high density 
distribution of the loaded 
ANFO. The high density 
packing reduces costs 
by preventing misfires, 
improving fragmentation, 
and lowering mucking. 
It is also possible to 
lead boreholes in any 
orientation, including 
vertical up-holes.
 
BEX has been designing 
and manufacturing ANFO 
loaders since  1965. The 
compact design, reliability 
and speed of our products 
have earned us the trust 
of mining companies all 
around the world.

Three sizes of ejector elements are available for the BEX Compact Anfo 
Loader. They correspond to the three standard sizes of anti-static loading 
hoses (not included in assembly). 
 
Recommended sizes of the loading hose for various borehole sizes 
are shown in the table. To achieve the optimal loading rate, it is 
recommended to have space around the loading hose to permit the 
escape of air. 

Element Borehole 
Diameter

Inside  
Diameter of 

Loading Hose

Maximum 
Hole Length

Maximum 
Loading Rate

Loaded Density* 
of AN-FO

PA 11/8–11/4 in 
(28–32 mm)

5/8 in  
(16 mm)

20 ft  
(6 m)

14 lb/min  
(6.5 kg/min)

59.3-63.7 lb/ft3 
(.95–1.02 g/cc)

PB 11/4–11/2 in 
(32–38 mm)

3/4 in  
(19 mm)

25 ft  
(8 m)

16 lb/min  
(7.3 kg/min)

58.7-62.4 lb/ft3 
(.94–1.00 g/cc)

PC
11/2 in  

(38 mm)  
and larger

1 in 
(25 mm)

35 ft  
( 11 m)

24 lb/min  
(11 kg/min)

56.2-61.2 lb/ft3  
(.90–.98 g/cc)

*With air pressure of 100 psig (7.0 kg/cm2)
*Anti-static hose not included

Anfo Loaders are sold and shipped fully assembled. Individual components 
are available for order as replacement parts, and alternative ejector elements 
can be purchased as well. Ejector Elements are easily interchangeable. 

1	 Hopper

13	 Adjustable carrying strap

14	 Strap bracket with loop

16	 AN-FO screen

17	 Front inside plate

18	 Read inside plate

19	 Front leg assembly

20	 Rear leg assembly

21	 Wing nut

22	 Control hose, complete

23P	� Control valve, Type P, 
complete

31P	 Ejector body, Type P

32P	 Body screen holder

33P	 Body screen, Type P

34P	 Rubber body disc, Type P

35P	 Body disc insert

36P	 Body valve cover

37P	 Valve cover screws

39P	 Element retainer nut

41PB	 Ejector element, Type PB

41PA	 Ejector element, Type PA

41PC	 Ejector element, Type PC

44P	 O-Ring seal
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